18'-10"

14’

PHOTO CONTROL:

_ 120V BUTTON-EYE

_ 208V/240V/277V BUTTON-EYE
X TWIST-LOCK RECEPTACLE

_ NONE

POLE:
5” ROUND STRAIGHT
FLAT FLUTED ALUMINUM
W/ 3" 0.D. TENON,
0.188"—0.267" WALL
THICKNESS,

CAST ALUMINUM BASE
W/ ACCESS COVER

Ecoswap Module Specifications:

— 42, 4000K (neutral) Philips Lumileds
Luxeon R LEDs, typical 75 Color
Rendering Index (CRI), >56,000 hours
of operational life (at 25°c ambient
temperature & 70% lumen maintenance),
injection molded Type V optical plates.

— Integral Philips Advance Xitanium LED
driver, 500mA, Intellivolt 120—-277 VAC,
50—60 Hz, 10kV surge suppression.
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OUTLET:
120V DUPLEX RECEPTACLE
W/ IN—USE COVER

Ordering Guide:

C12784: LUMINAIRE
CA12784A: ARM BRACKET
CP12784A: POLE

BASE TEMPLATE
#T01000345
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CONFIDENTIAL:

This drawing is confidential and
proprietary to Philips Hadco and
may not be reproduced without the
express written consent of

Philips Hadco. Any use hereof or
of any of the information or

detail herein shall be for the

sole benefit of Philips Hadco.

NOTICE:

THIS DRAWING IS FOR REFERENCE
ONLY. CHECK FOR LATEST REVISION
PRIOR TO ORDERING
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